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3. Use the LOCATOR Male Removal Tool (# 63-008397) to remove the Black Processing Male from 
the metal denture cap. Partially unscrew the Male Removal Tip from handle of Core Insertion / Removal
Tool #63-008393. Insert tip into black processing male until it catches, tilt tool and pull out insert. To dis-
lodge insert from tool simply screw Male Removal Tool clockwise to activate removal pin (out position).  (G)

4. The Locator Male Insertion Tool is used to
firmly push a Locator Replacement Male into
the empty metal denture cap. (H) The
Replacement Male must seat securely into
place, level with the rim of the cap. (It is rec-

ommended to start with the light retention pink Replacement Male (# 63-008527) for easier removal of
the prosthesis by the patient. Extra light retention blue males are also available (# 63-008529). 

If the implants are divergent, the regular retention green Extended Range Males (# 63-008547) are
recommended. Red extra light retention Extended Range Males (# 63-008548) are also available.
Implant divergency can be up to 40 degrees combined.

NOTE: The Replacement Male will not stay on the tool when it is turned upside down due to the varying
sizes of males available. It is best to hold the denture with the base side down and snap the male
into the metal denture cap.

Phase 8: CLINICAL
1. Check the prosthesis. Call the technician immediately if there are any questions. Let the technician

know how well you like the work. (We all appreciate compliments once in a while, and this will only
benefit your business relationship).

2. Try-in the implant partial denture or overdenture. Check for sore spots and adjust the occlusion if 
necessary.

3. Record the attachment name and order number in the patient’s file.

4. Recall the patient within 24-48 hours to check for any necessary adjustments. Any removable 
appliances should be checked annually for relines.

RELINE AND REBASE
Phase 1: CLINICAL
1. Remove each existing nylon male from its metal housing following the steps listed previously (G).

Replace them with black Processing Males (H). The built-in spacer of the black Processing Male will
maintain the overdenture in its upper level of vertical resiliency during the reline process. Add a small
amount of petroleum jelly to inside of male and female to prevent impression material from entering.

2. Take a denture reline impression. Remove impression and verify that impression is accurate for reline.
Ensure that no reline material is inside black Processing Male or on Female. 

Phase 2: TECHNICAL
1. Inspect impression. There should be no reline material inside or outside of black Processing Males.

2. Apply wax, silicone or putty to the inside of the black Processing Male.

3. Pour reline model and mount model with denture on a reline jig.

4. Separate the reline jig and remove denture. Clean reline material from denture. DO NOT remove the
silicone putty from the male area.

5. Pack reline and process it in a hot pressure pot (approximately 125 degrees F). Remove processed
reline and remove silicone putty from male. Replace with a final Locator Replacement Male. 

ALTERNATE TECHNIQUE - Using Locator Female Analogs
1. Remove the black Processing Males with housing from acrylic and place on the Locator Female

Analogs before packing. This will prevent the acrylic reline material from being pressed inside the
plastic male and metal female. DO NOT use spacers when processing the Locator analogs.

2. After processing the reline and polishing the denture base, replace the black Processing Males with
the final Locator Replacement Males.
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For more information 
call our 

Technical Support Team 
650-340-1426 

or 
visit our website:  

www.attachments.com
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LOCATOR Overdenture Attachments for Implant
u Implant Overdentures u Implant Partial Dentures

Locator overdenture attachments screw directly into the implant. The Locator titanium female is sold separately by tissue height.
Locator Male Complete includes: 1 clear male (5 lbs. retention), 1 pink male (3 lbs.), 1 blue male (1.5 lbs.) and a metal housing
with black processing male and spacer. NOTE: MALE COMPLETE IS  SOLD SEPARATELY (REF #63-008519)

TO ORDER LOCATOR FEMALE INCLUDE THE FOLLOWING INFORMATION:
1. Implant Name & Type (hex / non-hex) 2. Implant Diameter 3. Tissue Depth for each implant site 
u If the desired Implant is not listed please call our technical department 650-340-1426.u

Note:
When ordering Replacement Males, Housing is not included. Order Male Complete if Housing and Male are needed.

Tissue
Height

SD  3.25-3.75mm
MD 4.0-4.75mm

Locator Parts and Tools

Description REF Number
Locator Male Complete 63-008519

Includes 1 metal housing with a black nylon 
processing male, spacer, a clear nylon final male, 
a pink light retention final male and a blue x-light ret. male

Replacement Parts 
Locator Replacement Male Inserts 63-008524
reg retention 5 lbs, clear (4)

Locator Replacement Male Inserts 63-008527
light retention 3 lbs, pink (4)

Locator Replacement Male Inserts 63-008529
extra light retention 1.5 lbs, blue (4)

Locator Processing Male Inserts, black (4) 63-008515

Locator Extended Range Replacement Males 63-008547
regular retention, green (4)

Locator Extended Range Replacement Males 63-008548
extra light retention, red (4)

Locator Impression Male 63-008505
Locator Female Analog Standard 4mm 63-008530
Locator Female Analog Wide Platform (5.0, 6.0) 63-008516

Tools
Locator Parallel Posts (4) 63-008517
Locator Core Insertion/Removal Tool 63-008393
Locator Male Removal Tool only 63-008397

Locator Bio-Torq Tip / Driver 59-100146
Bio-Torq Tip / Driver .050" hex, long 59-100125
Bio-Torq Wrench 20 N/cm 59-100020
Bio-Torq Wrench 30 N/cm 59-100030

Locator Extended Range Replacement Male is indicated for use with
divergent implants up to a combined 40 degrees. The Extended
Range Males differ from the Standard Males in that there is no center
post retentive element, relying only on exterior retention. Available in
regular (green) and extra light retention (red).
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600 S. Amphlett Blvd.
San Mateo, CA 94402
USA

800-999-3003 Order Dept
650-340-0393 Cust Service  
650-340-1426 Tech Support 
650-340-8423 Fax  

www.attachments.com

Locator Core Insertion/Removal Tool

Implant Name Tissue Heights in Millimeters

Locator compatible with: 0.0 1.0 2.0 3.0 4.0 5.0 6.0

Advent 4.5 u u u u u u

 

Ankylos (1.65)u u u u u

 

Astra 3.5 & 4.5, 5.0 ST u u u u u

 

Bicon 2.0 post u u u u u

 

Bicon 3.0 post u u u u u

 

Bio-Horizon 3.5, 4.0 Prodigy u u u u u u u

 

Bio-Horizon 5.7 Prodigy u u u u u

 

Endopore 4.1*, 5.0*, 4.8 u* u u u u u

 

Frialit-2 & Xive  3.4 u u u u u

 

Frialit-2 & Xive  3.8 u u u u u

 

Frialit-2 & Xive  4.5 u u u u u

 

IMZ Non-Hex 3.3 u u u u u u

IMZ Non-Hex 4.0 u u u u u u

 

Implant Innovations (3i) TG u u u u

 

Implant Innovations (3i) 5.0 u u u u u

Integral SD (3.25) & 4.0 u u u u u

 

Kyocera Poi u u u u u u

 

Nobel Speedy Replace (Groovy) 4.0 u u u u u u u

 

Omniloc SD (3.25) & 4.0 u u u u u

 

**Paragon SD (BV, CV, MV, SV) u u u u u u u

 

**Paragon MD (BV, CV, MV, SV) u u u u u u u

 

Pitt-Easy - comimg soon- call for availability

Renova Lifecore 3.75*, 4.5, 4.75 u* u u u u u u

 

Screw-Vent 3.5*, 4.5*, 5.7, Paragon u* u u u u u u

 

Spline 3.25, 3.75, 4.0, 5.0 WP u u u u u

 

Stage-1 Lifecore Internal Conn. u u u u u u

 

Steri-Oss Non-Hex MD 3.8  u u u u u

 

Steri-Oss Select 3.5, 4.3 u u u u u u u

Steri-Oss Select 5.0 u u u u u

 

Sustain Lifecore Non-hex 4.0, 4.7 u u u u u

 

Swiss Plus 3.8 & 4.8 u u u u

 

**Paragon Implants: BV=Bio-Vent, CV=Core-Vent, MV=Micro-Vent,
SV=Screw-Vent

CANADIAN DISTRIBUTOR:

1-800-387-5031
www.swissnf.com

 




